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Highly Filled Carbon Black Masterbatches Based on TPE

Product Description:

Material Base:

Uses:

Properties:
Application:
Recommended Dosage:
Residual Moisture:
Storage:

Packaging Unit:

Hazard Information and
Safety Advise:

Technical Service and
Production Location:

The group of NEFA® MB EL are TPE-based carbon black concentrates and compounds.
NEFA® MB EL masterbatches are suitable for almost all TPE materials, polyolefins and
styrenic polymers. Despite very high carbon black loading of up to 35 wt.-% in the area of
conductive carbon blacks with very high surface areas and up to 65 wt.-% in the area of high-
quality colouring and strengthening carbon blacks, NEFA® MB EL concentrates can be
manufactured in a hardness range from Shore A 60 to Shore D 80.

Depending on the material system, antistatic properties can be achieved in the compound
even from a dosage of 20%. Because of the special carrier systems, NEFA® MB EL
masterbatches will not cause your material system to become brittle or stiff.

Our NEFA® MB EL are characterized by the following properties:

e Elongation at break in the range of 50 - 600%

e Hardness in the range of Shore A 60 to Shore D 80
e Surface resistance in the range of 1-10 Ohm

e Thermoplastic processability.

thermoplastic elastomers

Can be used in the entire spectrum of TPU, TPO, TPS, TPV, TPC, TPA ; polyolefins, styrenic
polymers and polyesters.

pourable, black, cylindrical granulate

working temperature range 200 - 270°C in injection moulding machines or extruders
20 - 60%, depending on the base polymer and desired resistance range

<0.5%

in undamaged, closed, original containers in a cool place

25 kg bags, BigBag

Commercial / industrial user will find related information in the Material Safety Data Sheet.
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This technical information has been compiled based on the state of the art and our experience. In view of the large number of possible requirements and conditions it is however still your

responsibility as purchaser/user to check that our product/products are actually suitable for the planned application. If you still have queries about our product (e.g. about uses which are not

listed in this technical information or about applications), please contact us, we would be pleased to respond. This Technical Information is only valid in its most recent version. If necessary,
please make sure this version is valid with an appropriate enquiry to us..
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